PRODUCT - PR156

Exclusively developed for deep reef aquariums.
Designed with a combination of white and blue Power LEDs.
Designed with resistant aluminum inox and acrylic materials. 

It is completely sealed, protected against rust, shock and vibration.
COLOR OPTIONS

White acrylic/silver stainless steel grill/white power box

Black acrylic/silver stainless steel grill/black power box

INCLUDED

Hanging kit (fixture)

Two built in programmable timers

DIMENSIONS

Total product Weight: 14.72lb (6.68kg)

Hang in kit weight: 2.31 (1.05kg)

Total package weight for shipping: approx.22lb (approx.10KG)
LIGHT (LB)

Length: 24.05” (611mm)

Width: 6.33” (161mm)

Height: 2.16” (51mm)

Weight: 10.14lb (4.6kg)

POWER SUPPLY BOX (PB)

Length: 12.59” (320mm)

Width: 6.88” (175mm)

Height: 2.99” (76mm)

Weight: 4.58lb (2.08kg)

CABLES

Cable (LB to PB) length: 118” (3m)

Cable (PB) length: 70.86” (1.8m)

*Extension cables available at additional cost.

HANGING KIT

02 steel cables length: 9.84” (250mm)

01 steel cable length: 70.86” (1.8m)

Weight: 2.31lb (1.05kg)

SPECIFICATIONS

ELECTRICAL

Input voltage AC: 100V- 240V 

Frequency: 50/60Hz

Power Consumption: 120w

Electrical outlet: USA standard 3 prong 

*Electrical plugs can be customized for any region and/or country free of charge.

EMITTERS

Quantity per unit: 60 pieces

Ratio: 70% of white: 30% of blue Power LEDs.

SPECTROGRAPH

White LED: 16.000K, 160lm

Royal Blue LED: 450nm - 470nm
Lumens: 8000 - total approx.18,000 LUX

Equal to MH/HPS light 250w-400w
PAR TEST

READINGS

48": average of 275, peak of 380 

36": average of 350, peak of 450

24": average of 600, peak of 650

INSTRUMENTATION USED

Apogee MQ-200 digital Quantum Meter with waterproof probe/Coverage area: 24x12" 
*Par readings kindly measured & provided by Mr. Michael Maddox, marine biologist and editor at the Captive Aquatics Blog 
INQUIRIES

BECOMING A DEALER

USA & Mexico: usa@orphek.com
Canada: Canada@orphek.com
UK: uk@orphek.com
To contact an Orphek Worldwide Sales Advisor: info@orphek.com

OTHER LOCATIONS

Arabic speakers: sa@orphek.com
Austria: austria@orphek.com 
Australia and New Zealand: au@orphek.com
Germany: germany@orphek.com
Israel: il@orphek.com
Latin America and Portuguese/Spanish speakers: br@orphek.com
Portugal: portugal@orphek.com 

Singapore: sales@orphek.sg
Switzerland & German speakers: swiss@orphek.com 
